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1/3 GWP VS. R410A

Based on 3.5 kW wall mounted unit
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FACTORS:

IMPACT ON 
ENVIRONMENT

ENERGY 
EFFICIENCY

PERFORMANCECOST 
EFFECTIVENESS

Energy Efficiency Ratio

THE DECISION
BY MHI TO

TRANSITION TO A 
NEW REFRIGERANT 
IS DRIVEN BY MANY

FACTORS:

GWP Values based on IPCC 4th Assessment Report

Low Global Warming Potential

675

2088

(%)

•A single component, easy to handle refrigerant

•Known as a component of the blend R410A (50% R32, 50% R125)

•Already used in Air-Conditioning systems worldwide

•Zero Ozone Depletion

•Superior Energy Efficiency vs. R410A

•Reduced refrigerant charge vs. R410A

•Easy to recycle
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Up to 4 programs with timer operation (ON-TIMER / OFF -TIMER)
are available for each day of the week. Maximum 28 programs 
per week can be set. Once set, thetimer operation will repeat
the same  program every week unless otherwise canceled.

Brightness of the LED display can be adjusted to suit.
(Applied for ZSX & ZS series)

Air conditioner controls room temperature to achieve confort at the 
“set time” by 60minutes pre-operation. This is convenient when you 
wake up and return home at a predetermined time.
In ON-TIMER operation, the unit starts the operation a little earlier,
so that the room canapproach optimum temperature at ON time.
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